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CATALOG P/N DESCRIPTION

DCBST09AN Dura-Con Backshell, 9 position, Top entry - .156"
DCBST15BN Dura-Con Backshell, 15 position, Top entry - .188"
DCBST21CN Dura-Con Backshell, 21 position, Top entry - .219"
DCBST25DN Dura-Con Backshell, 25 position, Top entry - .250"

DCBST31EN Dura-Con Backshell, 31 position, Top entry - .281"
DCBST37EN Dura-Con Backshell, 37 position, Top entry - .281"
DCBST37FN Dura-Con Backshell, 37 position, Top entry - .312"
DCBST51FN Dura-Con Backshell, 51 position, Top entry - .312"
DCBST51HN Dura-Con Backshell, 51 position, Top entry - .375"
DCBST100HN Dura-Con Backshell, 100 position, Top entry - .375"
DCBST09AC Dura-Con Backshell, 9 position, Top entry - .156"
DCBST15BC Dura-Con Backshell, 15 position, Top entry - .188"
DCBST21CC Dura-Con Backshell, 21 position, Top entry - .219"
DCBST25DC Dura-Con Backshell, 25 position, Top entry - .250"
DCBST31EC Dura-Con Backshell, 31 position, Top entry - .281"
DCBST37EC Dura-Con Backshell, 37 position, Top entry - .281"
DCBST51FC Dura-Con Backshell, 51 position, Top entry - .312"
DCBST100HC Dura-Con Backshell, 100 position, Top entry - .375"

TABLE 2 - SHELL SIZES, DIMENSIONS (REF)
SIZE A B C D K M N

9A .775 .360 .565 .320 .76 .156 .312
15B .925 .360 .715 .440 .88 .188 .344
21C 1.075 .360 .865 .560 1.00 .219 .375
25D 1.175 .360 .965 .620 1.06 .250 .406

31E 1.325 .360 1.115 .680 1.12 .281 .437
37E 1.475 .360 1.265 .720 1.16 .281 .437
37F 1.475 .360 1.265 .720 1.16 .312 .469
51F 1.425 .400 1.215 .750 1.19 .312 .469
51H 1.425 .400 1.215 .750 1.19 .375 .531
100H 2.160 .450 1.800 .810 1.25 .375 .531

NOTES:
1.  Backshells are designed to provide EMI / RFI shielding
2.  Kit contains: 1 backshell, 2 jackscrews, 2 hardware clips
3.  Hardware size: 9-51 position use #2-56, 100 position uses #4-40

TABLE 1 - PART NUMBERS
PLATIING

Nickel
Nickel
Nickel
Nickel

DCBST25HN Dura-Con Backshell, 25 position, Top entry - .375" Nickel
Nickel
Nickel
Nickel
Nickel
Nickel
Nickel

Olive Drab Cad
Olive Drab Cad
Olive Drab Cad
Olive Drab Cad
Olive Drab Cad
Olive Drab Cad
Olive Drab Cad
Olive Drab Cad

25H 1.175 .360 .965 .620 1.06 .375 .531
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