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M = METERS WIRE MAP
P1 WIRE COLOR P2
| . LENGTH: 0.5M=005; 1M=010; 2.0M=020 - e —
M8 _ M8 SER|ES 2 BROWN OPEN
) . B 3 BLUE OPEN
CABLE ASSEMBLY FAMILY 4 GREEN OPEN
PIN_ ASSIGNMENTS PART NUMBER LENGTH "A”
A—CODE BC—M8FA4RBPO1005M | 500£10 [19.69+.39]
BC—M8FA4RBPO1010M | 1000+20 [39.37+.79]
BC—M8FA4RBP01020M | 2000+30 [78.74+1.18]
NOTES BC—M8FA4RBPO1030M | 3000+30 [118.11+1.18]
IP RATING: P67 IN LOCKED CONDITION

CURRENT RATING: 3.0A

VOLTAGE RATING: 30V AC/DC

CONTACT RESISTANCE:  5.0Q MAX.

INSULATION RESISTANCE: 10MQ min.

DIELECTRIC WITHSTANDING VOLTAGE: 430VDC
OPERATING TEMPERATURE RANGE: —-20°C TO +80°C
STORAGE CONDITIONS: 251£3'C @ 70% RH MAX.
MATERIALS:

CABLE: UL20549 24AWG X 4 PAIRS, TPU JACKET, DARK GRAY,

0D=4.2MM, HALOGEN—-FREE

SEE TABLE
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