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P2: NEMA 5-15P
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Ll N NOTES
1. MATERIAL

LENGTH (FT): [003 = 3FT, 006 = 6FT, 010 = 10FT,

015 = 15FT, 025 = 25FT]

AWG: [14 = 14AWG, 16 = 16AWG, 18 = 18AWG]

COLOR: [C = CLEAR, K = BLACK]

PRODUCT FAMILY: HOSPITAL GRADE POWER CORDS

PLUG/CONNECTOR: MOLDED PVC, COLOR 'CLEAR’ (TRANSPARENT BLUE), BLACK

CONTACTS: Zn OVER Cu ALLOY

CABLE: 3C, 0.D.: (14AWG: 9.3mm, 16AWG: 8.5mm, 18AWG: 7.8mm)
CABLE JACKET: PVC, GRAY (PANTONE 9C), BLACK

2. ELECTRICAL
VOLTAGE RATING: 125V

CURRENT RATING: (14AWG: 15A MAX, 16AWG: 13A MAX, 1BAWG: 10A MAX)

100% CONTINUITY/SHORT AND POLARITY

INSULATION RESISTANCE: >100MQ
HIPOT: 1250 VAC RMS, 1-MIN.

3. MECHANICAL
DURABILITY: > 1000 CYCLES

4. ENVIRONMENTAL
TEMPERATURE RANGE: 14T (-10°C) TO
RELATIVE HUMIDITY: 10-85%

176F (80°C)
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