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Notes:

1) Each cable assembly to be individually bagged.
2) Cable Construction USB 2.0 UL Style 1
- 268 AWG 1 Twisted Pair
24 AWG x 2C
AMA BRAID
= 4.5mm 0D
— Beige PVC Jacket
3) CONNECTOR P1 & P2:USB A Male 2.0 White Insulator,
Gold flash on contacts, Nickel Plated Shell
4) Hood P1 & P2: Molded Beige PVC Strain Relief
5) All cables tested for Continuity & Shorts
6) Current Rating: 1A

Length

g ¢

P/N Key:

SC-2AAExxxF

Example Parts Numbers

Feet
P /N Length
SC-2AAE003F 3’
SC-2AAE006F 6’
SC-2AAEO010F 10’

Length
003 =

006 =

J Ft
6 ft
010 = 10 Ft

0/A Length Tolerance:

Metric
0 ~ 200mm  £10mm
201 ~ 1000mm  £20mm
1001 ~ 1500mm  £25mm
1501 ~ 2100mm  £30mm
>2100mm +40mm
Imperial
0~ 1ft 10.5in
2ft ~ 3ft 10.75in
4Aft ~ 7ft +1.0in
> /ft +1.5in

Pin 1

DATE REV ECN APP’D. BY
08/31/17 | AD | Released JRC
09/18/17 | A1 | 11095 WL
12/04/19 A2 11483 ADB
04/29/25 A3 12548 GWL
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