NOTES:
1.0 MATERIALS:
1.1 HOUSING: STAINLESS STEEL
ASTM—AS582, TYPE 303.
1.2 BNC NUT: HALF HARD BRASS
PER ASTM B16
1.2 CENTER CONTACT: BERYLLIUM COPPER ROD
ALLOY C172, PER ASTM—B196.
1.3 DIELECTRIC: PTFE FLUOROCARBON PER

43GANN T3AON

C0—dNS—N8—1L9C—1aV

ASTM—D1457.
2.0 PLATING: u ™~
2.1 HOUSING: PASSIVATED PER MIL—F—14072 N U
AND QQ-P—35. O =
2.2 CENTER CONTACT: GOLD PER MIL—G-45204 M
TYPE Il, CLASS 2 N
2.3 BNC NUT: NICKEL PER QQ—N—290 | 2
3.0 ELECTRICAL SPECIFICATIONS: 1 1 wz R
3.1 FREQUENCY RANGE: DC to 8.0 GHz <=
32 VSVSIE chAA)f( '3: GHz: 1.15:1 Ne SMA JACK
(o] . Z: . .
4.0 to 8.0 GHz: 1.25:1 BNC PLUG A PER MIL—PRF—39012
3.3 IMPEDANCE: 50 OHMS PER M —PRF 39012 PA < O
4.0 MARKING: MARK UNIT AS SHOWN
(REF.: INK—04398—27-04)
5.0 DIMENSIONS IN PARENTHESIS ARE IN
DWG NO. WAS: 04011—01—00
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Please read our datasheet & drawing disclaimer here.
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